
PARASET FRONT PANEL DRAWING BY F6EJU THANKS TO AN ORIGINAL PARASET OF F4SMX

ALL THE SHAPES AND DIMENSIONS HAVE BEEN MEASURED ON A PARASET ORIGINAL

               Scale 1/1    All dimensions are in metric   mm . European projectionMetal thickness: 1.3 mm Steel

THIS DRAWING IS ALSO AVAILABE IN .IGS OR .DXF FOR COMPUTED MACHINING

16.4
25.5

4.
6

19.111
.2

43.6

6.
8

14.941

Ø11.2
Ø11.2

14
.1

18.9

25
.4

25
.4

6.
8

14.1

6.
8

41

16
.6Ø9.8

23.7

17
.7

33
.1

5 57.2

Ø9.7

Ø9.7

Ø12

16
.6

16
.6

Ø9.7

Ø28.5

Ø28.5

Ø28.5

Ø9.8

Ø11.8

Ø9.8

Ø9.8

Ø9.8

Ø9.8

Ø11.8

Ø9.7

6.
35

6.
35

6 BA Thread ou M 342
.6

25
.4

32
.2

5
32

.2
5

17
.2

17
.2

25
.4

13
.6

23.85

19

7.8

19

19

7.8

14
.6

19

69
.7

19
.19.

55
35

.7
19

.19.
55

11.75

22.6

22.6

22.6
47.1

13
.6

45
.9

13
.6

17
.3

53

14
.1

7.
8

4.5

13
.5

13.5

19.1

38.2

46
.5

39
.5

13
.513.5

13
.5

13.5

13.5

13
.5

38
.2

15
.6

19.15

8.1

28.2

27
.7

Serial tag  two holes of 2 mm

15
.5

5.6

38.9
6.

6

9

9.
5

2.2

8.5

8.
3

31.4

Ø
3.

7

Ø 3.7 --->

22.8

3.
2

Holes without indication: Ø 2.9 mm

13
.5

13.5

13
.5

13.5

Ø
4

9.
3

10
.8

27.4 9.4 17.2


